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Add a Button to toggle output pin with indication

e Need to add a button on main screen of Tomas2 profile instead of “CV” button.
e The button should toggle output #6
e The button should have built-in LED indicator to show current Output Pin state.

01-07-39: Ethernet/UDP interface opened, IP:192.168.0.71

01-07-40: Init cutcharts database:cutchart.sglite
Tool Length Correction,

mm

~Tool Length, mm

N [ID }0_01{ }0.1 : =1.0= =SE,'T= | o } % % % % Current Tool

U INext Tool

1: %
2: 01000 (KOPMNYC PEAYKTOPA 25 MM BAJIKA SAMKHYThIN ®PE3EPOBKA) RUtatIDﬂ Speed, degree/s
3: (KOPNYCPEOYKTOPA25MME.NC)
4; (NOV-13-2017-4:50:01PM)

5: (TOOL 6 - DIA B.)

6: (TOOL 10 - DIA 6.)

7: (TOOL 2- DIA 4.)

mmfmi'n Spindle Speed Over Speed Over Speed GO Jog over speed

Bz <= <@ <@

Servo Rdy X 1 Home X ATC O [ ]Spindle Tool Length GO XY,mm/min

Sensor

Servo Rdy Y [~ |Home Y ATC X Spindle Dir ATC S1 sensor 4000

Servo Rdy 2 [ THome Z ATC CW [ TMIST ATC 52 sensor GO0 Z,mm/min

Servo Rdy A [ JHome A ATC CCW [ ISTOPKEY [ TATC clamp <<| |>
@ /home/sk/DNC/CUSTOMERS/INIK/2017-11/aepx.NC MCC: Idle C: PLC: O 0 cmd: 0/ 0 (10)

The button code in cnc-screen.xml will look as

<gitem where="work-toolbar" type="xbutton" height="60"
image="outputs/transistor-off" action="soft-plc-run: TR"
xattr="2;38;20;20; led;green;round" address="outputs" number="6"/>

¢ where=“work-toolbar” - Widget name to put the button

e type=“xbutton” - Type for button with buil-in LED indicator

height="60" - Size for button. It's supposed square button if No “width” attribute given

e image="outputs/transistor-off” - Skin image for the button
xattr="2,;38;20;20;led;green;round” - Built-in Led indicator type, color, position and size
address="outputs” number=“6"- Address (inputs or outputs) and pin number to show state
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13-33-32: Ethernet/UDP interface opened. IP:192.168.0.71
13-33-33: Init cutcharts database:cutchart.sglite

13-33-38: Program file "/home/sk/DNC/CUSTOMERS,INIK/2017-11/Bepx.NC" loaded (0.04 sec, 27683 lines) ool Length Correction,
mm

= Tool Length, mm

TN [ID }0.015 }0.1 | II.OI ISETI | [==] | % « % I%Currentﬂml

Next Tool

5: (TOOL 6 - DIA 8.)

6: (TOOL 10 - DIA 6.) Rotatlon Speed, degree/s
7:(TOOL 2 - DIA 4.)

8: (TOOL1-DiA 4.)

9: (TOOL 8 - DIA 3.175)

10: (TOOL 5 - DIA 2.5)

11: G90 G17 G40 G80 GO0 G21

'<

gpgga. =T
b Spindle Speed Over Speed Over Speed GO Jog over speed
Servo Rdy X [ JHome X ATC O [ ]spindle Tool Length GO XY,mm/min
Sensor
Servo Rdy Y [~“THome ¥ ATC X Spindle Dir ATC 51 sensor % 4000
Servo Rdy Z [ JHome Z ATC CW MIST ATC 52 sensor GO Z,mmy/min
Servo Rdy A [~ ]Home A ATC CCW [ ISTOP KEY [ JATC clamp <| |>
@ Jhome/sk/DNC/CUSTOMERS/INIK/2017-11/eepx.NC MCC: Idle C: PLC: O Cmd: 0 / 0 (10)

Software PLC procedure source code to toggle output pin will be as follow

main

a=portget (0x406

a portset
portclr
exit

To add Software PLC procedure -

e Go to Software PLC tab
e Press + (Add) button and enter PLC procedure name
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Hardware PLC

Preferences Profile Macros | PLC Builder ‘ Axes/Motors Inputs/Sensors | Technology Network Camera 5 axes RTCP Panel/Pendant Hardware “’

Hardware PLC: XML configs | Software PLC | PLC Configuration

PLC Sources
__HANDLER_EXIT

Name: _ HANDLER_INIT

__HANDLER_GCODE_START

Aliases: |

‘El-‘ main()
Build | {

® //gvarset(60000,1);//run Servo ON procedure

e.xit{SB):
@
I

HANDLER_GCODE_STOP
HANDLER INIT

Add PLC procedure:

PLC Includes

__HANDLER_EXIT: OK
“HANDLER_GCODE_START: OK
~HANDLER_GCODE_STOP: OK
“HANDLER_INIT: OK

0]

e Fill the procedure source code

e Press 2 buttons on the right - Build All and Save to save sourece code and build PLC binary file
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&, | Hardware PLC | Hardware PLC: XML configs Software PLC | PLC Configuration
PLC Sources

__HANDLER_EXIT
" HANDLER_GCODE_START
_HANDLER_GCODE_STOP
HANDLER_INIT
TR

Aliases:

a
;]

__HANDLER_EXIT: OK
__HANDLER_GCODE_START: OK

PLC Includes

HANDLER_GCODE_STOP: OK
f( 1] HANDLER_INIT: OK
s _TR: 0K

-
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